
• Offers resistance to installation abuse

• High grab tensile and puncture strength

• Chemically stable in a wide range of aggressive environments

• Cost effective road base separation layer

• Easily conforms to the ground or trench surface

• High puncture and tear resistance

• Provides high water flow rates and excellent soil retention

• Chemically stable in a wide range of aggressive environments

• Economical solutions to many civil engineering applications 
including alternative to graded aggregate filters

WOVEN
NONWOVEN

0
81

62
4

GEOSYNTHETICS

12.5’ X 432’ Roll Road Fabric TEN500X

17.5’ X 309’ Roll DOT Woven Geotextile WINFAB200W
15’ X 300’ Roll DOT Type HR Fabric TEN1120N

12.5’ X 360’ Roll DOT Fabric, Class 3 TEN140N

12.5’ X 360’ Roll DOT Type R, Type C Fabric TEN180N-1

15’ X 300’ Roll DOT Type R, Type C Fabric TEN180N-2

12.5’ X 246’ Roll Biaxial Geogrid TENBX11

12.5’ X 164’ Roll Biaxial Geogrid TENBX12

BIAXIAL GEOGRID

• Resists ultraviolet deterioration, rotting, and biological 
degradation

• Is inert to commonly encountered soil chemicals

• Used for stabilization


